
����������	
�����������


����
��� ����
���	���	����� �	���������� �	�����������


transport up to 5 adult
upassengers and 3 medi m 

size suitcases along 
made roads for up to 
360 miles without 
stopping while protecting 
passengers from the 
elements.

A During engine operation, the oil is gradually 
consumed by the engine.  The decrease in 
oil is indicated on the dipstick.  If this goes 
unnoticed, eventually the engine oil drops 
to the point that the LOW OIL LEVEL Light 
illuminates.  The driver pulls over at the 
nearest service station and checks the oil.  
The dipstick indicates that the engine oil is 
low.  The driver replenishes the oil and 
continues to destination but with some 
delay.  Downtime to repair, up to 30 
minutes.

Completely unable to transport. Engine consumes oil due 
to normal use.

Without warning, the system develops a 
leak.  The leak is visually detectable on the 
ground.  If this goes unnoticed, the oil 
quantity gradually decreases.  The 
decrease in oil is indicated on the dipstick.  
If that goes unnoticed, eventually the 
engine oil drops to the point that the LOW 
OIL LEVEL Light illuminates.  The driver 
pulls over at the nearest service station and 
checks the oil.  The dipstick indicates that 
the engine oil is low.  The driver 
replenishes the oil and continues to the 
destination.  Most likely, the leak is small 
and the driver is able to reach the 
destination with minimal delay.  However, 
worst case, the leak is so extensive that the 
driver cannot complete the journey and 
must have the vehicle towed to the nearest 
Subaru dealership for repair.  Downtime to 
repair, 1 day to 1 week.

2 Engine oil system leaks.
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2 T be capable of visually 
alerting the driver in the 
event that the engine oil 
level decreases to the 
lower limit. (LOW OIL 
LEVEL Light)

A This Failure Mode only matters in the event 
that the engine oil level decreases to the 
lower limit.  The driver is unaware of the low 
oil situation and continues to operate the 
vehicle.  The oil level continues to drop.  
Engine components are not properly 
lubricated and start to wear abnormally.  
Eventually, engine oil pressure decreases 
and engine oil temperature increases.  The 
OIL PRESSURE warning light and/or the 
CHECK ENGINE light illuminates on the 
dashboard.  Driver finds a safe place to pull 
over and is unable to get to the desired 
destination.  If there isn't a service station 
nearby, the driver needs to call the 
emergency service line.  Worst case, the 
driver must pull over on the highway or in a 
remote, unsafe location.  Vehicle is towed to 
the nearest Subaru dealership for repair.  
The oil system is repaired, as required.  
Engine damage is repaired.  Worst case, 
engine must be replaced.  Driver must find 
alternate means of transportation.  
Downtime to repair, 3 days to 1 month.

Incapable of visually alerting 
the driver in the event that the 
engine oil level decreases to 
the lower limit.

LOW OIL LEVEL Light 
circuit fails open.

2
alerting the driver in the 
event that the engine oil 
level decreases to the 
lower limit. (LOW OIL 
LEVEL Light)

B While driving, the LOW OIL LEVEL Light 
illuminates.  The driver thinks that there is a 
low oil situation.  Driver pulls over at the 
nearest service station and checks the oil.  
The dipstick indicates that the engine oil level 
is normal.  The time it takes to check the oil is 
minimal so the driver is able to arrive at the 
intended destination on time.  Driver 
schedules vehicle for service at the next 
available opportunity.  Time to repair, 1 day.

Incapable of visually alerting 
the driver in the event that the 
engine oil level decreases to 
the lower limit.

LOW OIL LEVEL Light 
circuit fails closed.

T be capable of visually 
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Check the engine oil level 
using the dipstick.  If the oil 
level is at the low level mark, 
replenish the reservoir.

No scheduled 
maintenance

No scheduled 
maintenance
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At every fuel 
stop

Keep a quart of 0W-20 
synthetic oil and an oil 
funnel in the vehicle at 
all times.

N N

N Y N N N N N Y
-The level of risk is
tolerable.
- 7 year/100,000 mile
warranty purchased

Y N N N N N
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